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Detach existing railing post during repair
and remount with new anchorage.
see Sheel 4 of 4 for detail
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Detach existing junction boxes during repair
and remount with new anchorage.
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Conc. removal

Bar No. Size Length Shape
di(E) 10 #5 3-8" ~—
dz(E) 10 #5 3°-5 —
dsE) 10 #5 2-1" —
Reinforcement Bars,
Epoxy Coated Pound %
Concrefe
E Superstructure Cu. Yds. &7
g Concrete_Removal Cu._Yds. 2.7
8
% Noftes:
; For proposed light standard mounting details,
S see Sheef 4 of 4.

Cutting and rethreading of existing anchor bolts
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Remove existing stirrups
ond replace with required
epoxy coated reinforcement,
shown this sheet
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shall be included with CONCRETE SUPERSTRUCTURE.

Deteriorated conduits and junction boxes shall be
called to the atiention of the Engineer. Deteriorated
conduit shall be repaired/replaced by the Contractor
on g force account basis, Standard Specification
109.04(b).

Conduit and junction boxes damaged as a result of
construction operations shall be repaired or replaced,
at the Contractor’s expense, 1o the satisfaction of
the Engineer.

Epoxy grouting for reinforcement bars shall be
included with REINFORCEMENT BARS, EPOXY COATED.

See Section 584 of the Standard Specifications for
Epoxy Grouting of Anchor Rods and Bars.
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